
 

 

Declaration of Performance 
 
Product Type Movement Bead 
  
Designation  Bead EN 13658-1 Movement Bead 
  
Date of Issue 30th September, 2013. 
 
DoP Number EUR - 002 
 
Type/Batch/Serial Number To be given by manufacturer 
 
Intended Use Allows for movement between adjoining surface finishes. 
 
Manufacturer Eurometals Ltd 

Mill Road 
Saggart 
Co Dublin 
Ireland 

 
AVCP System System 4 
 
Technical Specification IS EN 13658-1 : 2005 
 
 Initial type testing conducted internally.  

Factory Production Control conducted by ARC Management Systems in 
accordance with IS EN 13658-1 : 2005. 

 

Declared Performance 

Essential Characteristics Performance Harmonised Technical Specification 

Reaction to Fire  
(For exposure situations) 

Class A1 IS EN 13658-1 : 2005 

Dangerous Substances NPD IS EN 13658-1 : 2005 

 
In accordance with the Construction Products Regulations (305/2011), the performance of the product type 
identified by product type and designation is in conformity with the declared values in the above table and 
this declaration of performance is issued under the sole responsibility of the manufacturer identified above. 
 
 
Signed on behalf of the 
manufacturer: 

 
 Mrs Bernie Joy 

General Manager 


